Spike Bracelet

Materials

One 6 ft piece of micro cord
Two 15 inch pieces of micro cord
5 Spike Studs

{Cost for this project starts at $5.64}
Click here for our tutorials page

Step 1: Lay the two short pieces of cord vertically. Find the center of the long cord and place it behind the short cords a few inches from the ends.

Step 2: Bring the right side of the long cord over the two short cords and under the left side.

Step 3: Bring the left side behind the short cords and up through the loop on the right. Pull tight.

Step 4: Now bring the left side over the two center cords and under the right side.
Step 5: Bring the right side behind the center cords and up through the loop on the left. Pull tight.

Continue repeating steps 2 through 5 until you have about an inch or two. Insert a spike between the two center strands and tighten the screw to secure.

Continue repeating steps 2 through 5 a few more times then insert more spikes as you go.

Once you reach the desired length, trim and melt the right and left cords. You can also trim one of the center strands if desired on each end.

Overlap the center strands with the ends going opposite directions. Using one of the trimmed cords, repeat steps 2 through 5 tying knots around the cords.

Once you have a few knots, trim and melt the excess. Trim the center strands if needed so there is about an inch or two remaining. Tie a knot on each end.
This made an adjustable bracelet that measures about 7 inches at the smallest point and can adjust to about 9 inches.